3’ 6” Type 2 Condensate Hood &

HOOD INFORMATION
n” n
A, EXHAUST PLENUM HOOD_CONFIG., Fan PaChage (42 D X 24 H)
HESD TAG MODEL LENGTH |COOKING| TOTAL RISER(S) CDNS’;EDUETIDN END TO| ooy
' TEMP. [EXH. CFM|WIDTH|LENG.[HEIGHT| DIA. | CFM SP. END
4224 | 700 . . o 430 SS
1 ES-VHB-G 3’ 6.00 Deg. 525 4 8 525 0.105 1007 ALONE | ALONE
427
EXHAUST RISER
81// \%
HANGING ANGLE \g
[TSEE_HOOD 7ABLE
427 8" B
24" NOM.
IT IS THE RESPONSIBILITY / PLRIMETER
OF THE ARCHITECT/OWNER TO o GuTTeR
ENSURE THAT THE HOOD CLEARANCE
FROM LIMITED-COMBUSTIBLE
AND COMBUSTIBLE MATERIALS
IS IN COMPLIANCE WITH
|§ @ LOCAL CODE REQUIREMENTS.
| ————— 81// | 81// 80”
EQUIPMENT
— 3’ 6.00’Nom./3’ 6.00’0D = BY OTHERS

PLAN VIEW — Hood #1
3" 6.00" LONG 4224ES—VHB-G
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HOOD CORNER
HANGING ANGLE
(HARDWARE BY INSTALLERD

172" - 13 TPI
GRADE 5 (MINIMUM)
STEEL HEX NUTS

172" GRADE 5
(MINIMUM> STEEL
FLAT WASHER

172" - 13 TPI
GRADE 5 (MINIMUM)
STEEL ALL-THREAD

172" - 13 TPI
GRADE 5 (MINIMUM)
STEEL HEX NUT

HOOD CORNER
HANGING ANGLE
(WEIGHT BEARING
ANCHOR POINT
FOR HOOD>

172" GRADE 5
(MINIMUM> STEEL
FLAT WASHER

1/2' GRADE S
(MINIMUM) STEEL
FLAT WASHER

1/2* - 13 TPIL
GRADE S <MINIMUM>
STEEL HEX NUTS

ASSEMBLY INSTRUCTIONS

HANGING ANGLE MUST BE SUPPORTED WITH 1/2 - 13 TPI
GRADE 5 (MINIMUM)> ALL-THREAD. SANDWICH HANGING
ANGLES AND CEILING ANCHOR POINTS WITH 1/2“ GRADE 35
(MINIMUM> STEEL FLAT WASHERS AND 1/2” - 13 TPI
GRADE 5 (MINIMUM> HEX NUTS AS SHOWN. MUST USE
DOUBLED HEX NUT CONFIGURATION BENEATH HOOD HANGING
ANGLES AND ABOVE CEILING ANCHORS. MAINTAIN 1/4” OF
EXPOSED THREADS BENEATH BOTTOM HEX NUT. TORQUE
ALL HEX NUTS TO 37 FT-LBS.
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3’ 6” Type 2 Condensate Hood &
Fan PackRage (42"D x 24"H)

FULL LENGTH
HANGING ANGLE
(HARDWARE BY INSTALLER)

172" - 13 TPI
GRADE S (MINIMUM)>
STEEL HEX NUTS

1/2* GRADE 5
C(MINIMUM> STEEL
FLAT WASHER

172" - 13 TPI
GRADE S5 (MINIMUM)
STEEL ALL-THREAD

172" - 13 TPI
GRADE S5 <MINIMUM)
STEEL HEX NUT

FULL LENGTH
HANGING ANGLE
C(WEIGHT BEARING
ANCHOR POINT
FOR HOOD>

1/2* GRADE S
C(MINIMUM> STEEL
FLAT WASHER

1/2* GRADE S
CMINIMUM> STEEL
FLAT WASHER

172" - 13 TPI
GRADE S <MINIMUM>
STEEL HEX NUT

ASSEMBLY INSTRUCTIONS

HANGING ANGLE MUST BE SUPPORTED WITH 1/2° - 13 TPI
GRADE 3> (MINIMUM> ALL-THREAD. SANDWICH HANGING
ANGLES AND CEILING ANCHOR POINTS WITH 1/2° GRADE 5
(MINIMUM> STEEL FLAT WASHERS AND 1/2” - 13 TPI
GRADE 5 (MINIMUM> HEX NUTS AS SHOWN. MUST USE
DOUBLED HEX NUT CONFIGURATION ABOVE CEILING
ANCHORS. SINGLE HEX NUT BENEATH HANGING ANGLE IS
ACCEPTABLE FOR FULL LENGTH HANGING ANGLES.
MAINTAIN 1/4° OF EXPOSED THREADS BENEATH BOTTOM
HEX NUT. TORQUE ALL HEX NUTS TO 37 FT-LBS,
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3’ 6” Type 2 Condensate Hood &

EXHAUST FAN INFORMATION — Job#2897974 » "
FAN p——— Fan PacRage (42"D x 24"H)
U'\Il\gT TAG FAN UNIT MODEL # CFM ESP. RPM HP. | BHP.| ¢ [VOLT | FLA (LBS) SONES

1 EADUl2H S5ed 0.500 1419 | 0180 (01250 1 15 1.9 41 81

CURB ASSEMBLIES

ON

NO.| AN WEIGHT ITEM SIZE

1 #1 22 LBS Curb 17.500"W x 17.500"L x 20.000"H

FAN #1 EADUIPH - EXHAUST FAN
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DUCTWORK BETWEEN

EXHAUST RISER ON HOOD
AND FAN (BY OTHERS)

|
L
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FEATURES:

DIRECT DRIVE CONSTRUCTION <NO BELTS/PULLEYS)
ROOF MOUNTED FANS

RESTAURANT MODEL

UL705

VARIABLE SPEED CONTROL

INTERNAL WIRING

WEATHERPROOF DISCONNECT

THERMAL OVERLOAD PROTECTION (SINGLE PHASE)
HIGH HEAT OPERATION 300°F (149°C)

NORMAL TEMPERATURE TEST
EXHAUST FAN MUST OPERATE CONTINUOUSLY

WHILE EXHAUSTING AIR AT 300°F <149°C)
UNTIL ALL FAN PARTS HAVE REACHED
THERMAL EQUILIBRIUM, AND WITHOUT ANY
DETERIORATING EFFECTS TO THE FAN WHICH
WOULD CAUSE UNSAFE OPERATION.
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17 172"
17 1727

I\\‘ CURB

20

l\ 20 GAUGE
STEEL
CONSTRUCTION

/ —
< J/ 7\ RODF OPENING

~—
~— 15 1/2 DIMENSIONS
15172~
PITCHED CURBS ARE AVAILABLE 0"
FOR PITCHED ROOFS.
06
SPECIFY PITCH: 12"

EXAMPLE: 7/12 PITCH = 30° SLOPE
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(" Exhaust Fan Wiring 3' 6" Type 2 Condensate Hood &)

DRAVING NUMBER  £x+2897974-1 Fan Package (42”D x 24"H)
Installed Options
Speed Control
e =
| SC-01 |
| RD RD |
1 O 1 I
| |
BK A | | BK
oS — — — ° . .
2 WH — "7 4 [ o I WH/ \+_n ) GR
o* :_Li—;‘:c ] T —— - MT-01 =
' _1
GR SwW-01 Component Identification
3 o =——— Label Description Location
4 MT-01 Fan Motor 2o
@D-01 Quick Disconnect 2o
SC-01 Speed Control 10
SW-01 Main disconnect switch [20
5
6
7
8
9
10
1
12
13
14 LT
-] ACCORDANCE
WITH
rion NFPA
— No. 96
15 ¢\ U [ntertek
MOTOR INFO
16 EXHAUST 0.18HP-115V-1P-1.9FLA
17
18 ELECTRICAL INFORMATION
MOTOR/CTRL MCA: 2.4A
MOTOR/CTRL MOP: 1S5A
19
20
NOTES
———— DENOTES FIELD WIRING
21 ———— DENOTES INTERNAL WIRING
[}
WIRE COLOR
a2 (HOOdFlltel‘Scom BK - BLACK YW - YELLOW
RESTAURANT VENTILATION SUPPLY BL - BLUE GR - GREEN
BR - BROWN GY - GRAY
. . OR - ORANGE PR - PURPLE
2 info@HoodFilters.com | 877.394.973I RD - RED  PK - PINK
WH - WHITE -/
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