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HOOD CORNER
HANGING ANGLE
(HARDWARE BY INSTALLER)

1/2* - 13 TPI
GRADE 5 (MINIMUM)
STEEL HEX NUTS

1/2* GRADE S5
(MINIMUM> STEEL
FLAT WASHER

1/2* - 13 TPI
GRADE S (MINIMUM)
STEEL ALL-THREAD

1/2* - 13 TPI
GRADE 5 (MINIMUM)
STEEL HEX NUT

HOOD CORNER
HANGING ANGLE
(WEIGHT BEARING
ANCHOR POINT
FOR HOOD>

1/2* GRADE S5
(MINIMUM> STEEL
FLAT WASHER

1/2* GRADE S
(MINIMUM)> STEEL
FLAT WASHER

1/2* - 13 TPI
GRADE S5 <MINIMUM>
STEEL HEX NUTS

ASSEMBLY INSTRUCTIONS

HANGING ANGLE MUST BE SUPPORTED WITH 1/2 - 13 TPI
GRADE 5 (MINIMUM)> ALL-THREAD. SANDWICH HANGING
ANGLES AND CEILING ANCHOR POINTS WITH 1/2“ GRADE S
(MINIMUM> STEEL FLAT WASHERS AND 1/2” - 13 TPI
GRADE 5 (MINIMUM> HEX NUTS AS SHOWN. MUST USE
DOUBLED HEX NUT CONFIGURATION BENEATH HOOD HANGING
ANGLES AND ABOVE CEILING ANCHORS. MAINTAIN 1/4” OF
EXPOSED THREADS BENEATH BOTTOM HEX NUT. TORQUE
ALL HEX NUTS TO 37 FT-LBS.
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6’ Type 2 Condensate Hood &
Fan PackRage (48"D x 24"H)

FULL LENGTH
HANGING ANGLE
(HARDWARE BY INSTALLER)

172" - 13 TPI
GRADE 5 (MINIMUM>
STEEL HEX NUTS

1/2' GRADE S
(MINIMUM) STEEL
FLAT WASHER

172" - 13 TPI
GRADE 5 (MINIMUM)
STEEL ALL-THREAD

1/2* - 13 TP1
GRADE S (MINIMUM)>
STEEL HEX NUT

FULL LENGTH
HANGING ANGLE

172" GRADE 5 C(WEIGHT BEARING

C(MINIMUM)> STEEL

FLAT WASHER ANCHOR POINT

FOR HOOD>

172" GRADE S
C(MINIMUM> STEEL
FLAT WASHER

172" - 13 TPI
GRADE S <MINIMUM)>
STEEL HEX NUT

ASSEMBLY INSTRUCTIONS

HANGING ANGLE MUST BE SUPPORTED WITH 1/2° - 13 TPI
GRADE 5 (MINIMUM> ALL-THREAD. SANDWICH HANGING
ANGLES AND CEILING ANCHOR POINTS WITH 1/2” GRADE S
(MINIMUM> STEEL FLAT WASHERS AND 1/2° - 13 TPI
GRADE S5 (MINIMUM> HEX NUTS AS SHOWN. MUST USE
DOUBLED HEX NUT CONFIGURATION ABOVE CEILING
ANCHORS. SINGLE HEX NUT BENEATH HANGING ANGLE IS
ACCEPTABLE FOR FULL LENGTH HANGING ANGLES,
MAINTAIN 1/4“ OF EXPOSED THREADS BENEATH BOTTOM
HEX NUT. TORQUE ALL HEX NUTS TO 37 FT-LBS,
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EXHAUST FAN INFORMATION — Job#2898067

FAN

UNIT | TAG FAN UNIT MODEL # CFM ESP. | RPM | HP. | BHP. VOLT | FLA "’(E%GSH)T SONES
NO. '

1 EADU30H 500 0500 | 1445 | 0250 |01540 us | 28 53 10.8
CURB ASSEMBLIES

ON

ND.| N WEIGHT ITEM SIZE

1| #1 27 LBS Curb 19500'W x 19.500°L x 20.000°H
FAN #1 FADU30H - EXHAUST FAN

FEATURES:

25 1/2

4

I
25 1/4
% 18 172

DUCTWORK BETWEEN
EXHAUST RISER ON HOOD
AND FAN (BY OTHERS>
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DIRECT DRIVE CONSTRUCTION (NO BELTS/PULLEYS)

ROOF MOUNTED FANS
RESTAURANT MODEL

UL70S

VARIABLE SPEED CONTROL
INTERNAL WIRING
WEATHERPRODOF DISCONNECT
THERMAL OVERLOAD PROTECTION (SINGLE PHASE)
HIGH HEAT OPERATION 300°F (149°C)

NORMAL_TEMPERATURE TEST
EXHAUST FAN MUST OPERATE CONTINUOUSLY

WHILE EXHAUSTING AIR AT 300°F (149°C>

UNTIL ALL FAN PARTS HAVE REACHED

THERMAL EQUILIBRIUM, AND WITHOUT ANY

DETERIORATING EFFECTS TO THE FAN WHICH

WOULD CAUSE UNSAFE OPERATION.
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6’ Type 2 Condensate Hood &
Fan PackRage (48"D x 24"H)

CURB

20 GAUGE
STEEL
CONSTRUCTION

ST — 3 FLANGE
~—

s —
L J/ 7\ ROOF OPENING

~—~
~ 17 1/2 DIMENSIONS
17 172~
PITCHED CURBS ARE AVAILABLE 0
FOR PITCHED ROOFS.
00
SPECIFY PITCH: e’

EXAMPLE: 7/12 PITCH = 30° SLOPE
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(" Exhaust Fan Wiring 6’ Type 2 Condensate Hood &)

DRAVING NUMBER  Ext2595067-1 Fan Package (48"D x 24"H)
Installed Options
Speed Control
e =
| SC-01 |
| RD RD |
1 O 1 I
| |
BK A | | BK
o — — — ° . .
2 WH — "7 4 [ o I WH/ \+_n ) GR
o* :_Li—;‘:c ] T —— - MT-01 =
' _1
GR SwW-01 Component Identification
3 o =——— Label Description Location
4 MT-01 Fan Motor 2o
@D-01 Quick Disconnect 2o
SC-01 Speed Control 10
SW-01 Main disconnect switch [20
5
6
7
8
9
10
1
12
13
14 LT
-] ACCORDANCE
WITH
rion NFPA
— No. 96
15 ¢\ U [ntertek
MOTOR INFO
16 EXHAUST 0.25HP-115V-1P-3.8FLA
17
18 ELECTRICAL INFORMATION
MOTOR/CTRL MCA: 4.8A
MOTOR/CTRL MOP: 1S5A
19
20
NOTES
— ——— DENOTES FIELD WIRING
21 ———— DENOTES INTERNAL WIRING
[}
WIRE COLOR
a2 (HOOdFlltel‘Scom BK - BLACK YW - YELLOW
RESTAURANT VENTILATION SUPPLY BL - BLUE GR - GREEN
BR - BROWN GY - GRAY
. . OR - ORANGE PR - PURPLE
2 info@HoodFilters.com | 877.394.973I RD - RED  PK - PINK
WH - WHITE -/
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