HOQp INEQRMATION _ cuid

T R EXHAUST PLENUM AOOD CONFIG
HOOD| 1 pg MODEL LENGTH |conkng TaTAL SRR SUPPLY D END TO
NO. CONSTRUCTION ROV
TEMP. | EXH. CFM|WIDTH|LENG. [HEIGHT| DIA. | CFM| SP. CFM END
5424 | e00 4 | 12 |1500|-0525" 430 sS
: ex-2-psp-F| 2 000" | peg | 3000 7 T2 (0005257 %% | where Exposed| A-ONE| ALONE
HQOOD INFORMATION
FILTERCS) LIGHTCSS UTILITY CABINETCS) FIRE] AODD J;
HOOD, FIRE SYSTEM ELECTRICAL SWITCHES
TAG EFFICIENCY @ 9 WIRE SYSTEMHANGIN
b e QIYIHEICHTEENGTH MICRONS e e GUaRD| -OCATION Sriz TYPE SIZE MODEL # QUANTITY PIPING WGHT
1 SS Baffle with Handles | 9 | 16° | 167 30% 4 LS5 Serles E26 NO no | S22
PERFQRATED SIIPPLY PLENUM(S)
HOOD RISERC(S)
OOD 7AG | POS. | LENGTH| WIDTH| HEIGHT | TYPE [ rooar = o o oo
MUA | 12" | 28" 800 | 0.238°
1 Front| 156 | 16 | & [ Mua | 12 | 28" 800 | 0.238°
MUA | 127 | 28" 800 | 0.238°

o
N

3|

15 P

54 UL. Listed LS55 Series E26 Canopy
Light Fixture - High Temp Assembly
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16* 12" ‘ 12" ‘ 12" ‘
1 gt e 4 4

39" ! 78" > 39"

| 52
13’ 0.00"Nom./13’ 0.00°0D

26" Se’

PLAN VIEW — Hood #1
13’ 0.00” LONG 5424EX—2—PSP—F

NOTE: Additional hanging angles provided for hoods 12’ and longer.

(HOOdF“teI'S.com

info@HoodFilters.com | 877.394.9731 RESTAURANT VENTILATION SUPPLY
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LSS SERIES E26 CANOPY LIGHT FIXTURE -
HIGH TEMP ASSEMBLY, INCLUDES CLEAR THERMAL
AND SHOCK RESISTANT GLOBE (LSS FIXTURE)

EXHAUST RISER

HANGING ANGLE \

16” SS BAFFLE WITH

54- |
ATTACHING __ SUPPLY RISER
PLATES WITH VOLUME DAMPER
SEK\””D TABLE 23.5% OPEN STAINLESS
— 47 j/‘STEEL PERFORATED PANEL

HANDLES AND HOOK ~—

3” INTERNAL STANDOFF ——0u]

IT IS THE RESPONSIBILITY

18’

OF THE ARCHITECT/OWNER TO
ENSURE THAT THE HOOD CLEARANCE /
FROM LIMITED-COMBUSTIBLE
AND COMBUSTIBLE MATERIALS
IS IN COMPLIANCE WITH
LOCAL CODE REQUIREMENTS.

\\\\I\\\\&M\%

GREASE DRAIN
WITH REMOVABLE CUP

48.0" MAX

EQUIPMENT
BY OTHERS

SECTION VIEW

MODEL 5424EX—2—PSP—F

info@HoodFilters.com | 877.394.9731

HOOD — #1

HoodFilterscon
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XHAUST FAN INFORMATION — ..: Tude

info@HoodFilters.com | 877.394.9731

e WEIGHT
UNIT | TAG FAN UNIT MODEL # CFM ESP. RPM HP. |BHP.| @ | VOLT [ FLA (LBS) SONES
NO. "
2 EADUSOH 1500 0,500 1455 | 0.500 (0.3490| 1 115 8.4 65 15
MUA FAN INFORMATION — Job#R2746201
o WEIGHT
UNIT | TAG FAN UNIT MODEL # BLOWER| HOUSING CFM ESP. RPM HP. [BHP.[ @ | VOLT | FLA (LBS) SONES
NO. !
1 EA-A1-G10 G10 Al 2340 0.250 757 | 0750 |0.6150| 1 1S 6.8 225 14.4
‘AN OPTIONS
FAN
UNIT | TAG OPTION (@ty. - Descr.)
NO.
2 1 - Grease Box
AN ACCESSORIES
FAN EXHAUST SUPPLY
UNIT | TAG
NO. GREASE|GRAVITY | WALL SIDE GRAVITY [ MOTORIZED | WALL
CUP | DAMPER [MOUNT |DISCHARGE| DAMPER DAMPER  [MOUNT
2 YES
CURB ASSEMBLIES
ON
NO. FAN WEIGHT ITEM SIZE
1 # 1 29 LBS Curb 21.000°W x 21.000°L x 20.000°H
2| #2 31 LBS Curb 19.500°W x 19.500°L x 20.000°H Vented Hinged

HoodFilters.con
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FAN #1 EA-A1-GI0 - SUPPLY FAN

1. UNTEMPERED SUPPLY UNIT WITH 10"

2. INTAKE HOOD WITH EZ FILTERS-LOW CFM
3. DOWN DISCHARGE - AIR FLOW RIGHT -> LEFT

LIFTING LUG —

20" EQUIPMENT CURB /

ROOF OPENING 2

4

27 3/8”
3=====E
b
J_ oo
3 3/4"[] I
il 1
16 1/4*
21

SMALLER THAN CURB DIMENSION.

PITCHED CURBS ARE AVAILABLE

FOR PITCHED ROOFS.

SPECIFY PITCH:

EXAMPLE: 7/12 PITCH =

12
30° SLOPE

0

info@HoodFilters.com | 877.394.9731

BLOWER IN SIZE #1 HOUSING

BLOWER DISCHARGE:

CURB
1 374" —]
o3
M
13 1/4* | | |
4| ||__|
3 7/8" L _;

29

FLEX CONDUIT

FOR FIELD
WIRING

~— 32 1/8" —

58"

3747

24 SERVICE
i RANCE R

AIRFLOW

SERVICE
DISCDNNECT—’@
SWITCH
BLOWER/MOTOR
ACCESS DOOR

e

AIRFLOW
-—

HoodFilters.con
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FAN #2 EADUSOH = EXHAUST FAN

28 7/8

\

27 1/4

21 172

GREASE DRAIN

lll i—l:! 1/4—i IEI_
\/\

DUCTWORK BETWEEN
EXHAUST RISER ON HOOD
AND FAN (BY OTHERS)

info@HoodFilters.com | 877.394.9731

FEATURES:

- DIRECT DRIVE CONSTRUCTION <NO BELTS/PULLEYS)
- ROOF MOUNTED FANS

- RESTAURANT MODEL

- UL705 AND UL762

- VARIABLE SPEED CONTROL

- INTERNAL WIRING

- WEATHERPROOF DISCONNECT

- THERMAL OVERLOAD PROTECTION (SINGLE PHASE)
- HIGH HEAT OPERATION 300°F (149°C)

- GREASE CLASSIFICATION TESTING

NORMAL— TEMPERATURE- TEST

EXHAUST FANMUSTOPERATE CONTINUOUSLY
WHILE EXHAUSTING AIR AT 300°F <149°C)
UNTIL ALL FAN PARTS HAVE REACHED
THERMAL EQUILIBRIUM, AND WITHOUT ANY
DETERIORATING EFFECTS TO THE FAN WHICH
WOULD CAUSE UNSAFE OPERATION.

ABNORMAL- FLARE-UP- TEST

EXHAUST FAN MUST OPERATE CONTINUOUSLY
WHILE EXHAUSTING BURNING GREASE VAPORS
AT 600°F (316°C) FOR A PERIOD OF

15 MINUTES WITHOUT THE FAN BECOMING
DAMAGED TO ANY EXTENT THAT COULD CAUSE
AN UNSAFE CONDITION.

OPTIONS
GREASE BOX

VENTED
CURB

20 GAUGE
STEEL
CONSTRUCTION

/ST~ 3* FLANGE

/ T~
4 J/ 7\ ROOF OPENING

~ 17 172 DIMENSIONS
72 ™~

PITCHED CURBS ARE AVAILABLE 0”
FOR PITCHED ROOFS.

SPECIFY PITCH: 12”
EXAMPLE: 7/12 PITCH = 30° SLOPE

GRoodFilterscon |

RESTAURANT VENTILATION SUPPLY
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( AirHandler Wiring

13’ HP System

DRAWING NUMBER aAp746201-1 EA-A1-G10
Installed Options
IATTENTION ELECTRICIAN! Installed fptlons
DROP FOR DISCONNECT CONNECTION
IS FACTORY SUPPLIED
CONNECT POWER TO THE DROP
1
K__ _ _ [1o=2] BK
2 % 3 WH( m7-g1 SR
| | N
ogR—————_LI_S_—_l_] Component Identification
3 = Lobel Description Location
4
MT-01  Supply motor ten
5
6
7
8
s SW-01 Main disconnect switch [20
10
1
12
13
14
15
MOTOR INFO
16 SUPPLY 0.7SHP-115V-1P-6.8FLA
17
18 ELECTRICAL INFORMATION
JoroR /CTRE CIRCOTT MCA goA™
MOTOR/CTRL CIRCUIT MOP: ISA
19
20
NOTES
. . —— —— DENOT L N
21 info@HoodFilters.com | 877.394.9731 PENITES e R NG
WIRE COLOR
22 . BK - BLACK YV - YELLOW
H dF It BL - BLUE GR - GREEN
OO l erS.com BR - BROWN  GY - GRAY
OR - ORANGE PR - PURPLE
23 RESTAURANT VENTILATION SUPPLY RD - RED PK - PINK
WH - WHITE
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Ve

Exhaust Fan Wiring

DRAWING NUMBER £xHP746201-2

Instolled Options
Speed Control

L S § DY Rl . . BK
2 gwH_TT I &_4_r . WHT 7oy }-5R
L1
R SW=01 Com
3 of———a D
.Label .Description Locotion
4 MT-01 Fan Motor 20
@D-01 Quick Disconnect [20
SC-01 Speed Control [10
SW-01 Maln disconnect switch [20
S
6
7
8
9
10
11
12
13
14
15
MOTOR INFO
16 EXHAUST 0.5HP-115V-1P-8.4FLA
17
18 ELECTRICAL. INFORMATION
MOTOR/CTRL MCA: 10.5A
MOTOR/CTRL MOP: 15A
19
20
NOTES
—— —— DENOTES FIELD WIRING
21 DENOTES INTERNAL WIRING
info@HoodFilters.com | 877.394.9731
WIRE COLOR.
22 ( - BK - BLACK YW - YELLOW
BL - BLUE GR - GREEN
HOOdFI'teI’Scom BR - BROWN  GY - GRAY
23 RESTAURANT VENTILATION SUPPLY OR - ORANGE PR - PURPLE
RD - RED PK - PINK
WH - WHITE /
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